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Firmware Server Path

Config Server Path

Firmware Server Path

Config Server Path

| http://axtelphones.com,/fm |

|a>¢elphnnes.cnm!index.php,-’fn,"g |

[192.168.0.254/fm

|192.168.0.254/cfg

@ Get : configuration file

. @ Response: 302
http://192.168.0.54/cfg
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4 Get: configuration file
S —

@ Trans: configuration file

Start success

RPS Server

rps. axtelphones. com

1D user name url
12 [awrence test_clyde | http://192.168.0.54/cfg
D user mac server ip date registered
N lawrence 00-1F-C1-1A9664  test_clyde | 09-22 15:04:46

Myserver:

.192. 168. 0. 54

2UL3/0/ L 1401
2015/4/21 16:41

| CTQUULTCLLAYOTL XM
|| cfgD01fc11a9664

| cfg001fc11a9664.xml 2015/8/11 18:25
| ctgO01tcllag6 /4.xml 2015/8/11 18:22

="Firms ">l /P212>

<P192 para="FirmwareUpCrade.FirmwareServerDath">http://192.168.0.54/fm</P192>
<P237 para="FirmwareUpGrade.ConfigServerPath">https://152.168.0.54/cfg</P237>

<P1145 para— FirmwarelUpGrade.Al lowDHCPODLion »126</ PL1145>
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After RPS provisioning

Myserver:
192. 168. 0. 54

Check upgrade
with My server.

>

.

Upgrade Mode TFIP @ HTIP O FTP HTTPS
Firmware Server Path http://192.168.0.54/fm
Config Server Path https://1192.168.0.54/cfg

Allow DHCP Option 128





